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CONSTRUCTION DETAILS:

PEPCO #
NO NUMBER

INSTALL 10" PEDESTAL POLE WITH BREAKAWAY COUPLINGS (MD 818.16-01), MODIFIED BASE, COUNTDOWN PEDESTRIAN SIGNAL,

AUDIBLE TACTILE PUSHBUTTON AND SIGN. (NOTE: 1-2 IN.PVC SCHEDRULE 80 CONDUIT BEND).

(NOTE: INSTALL 2-2 AND 2-4 IN.PVC SCHEDULE 80 BENDS),

INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.
INSTALL 2 IN. PVC. SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.
USE EXISTING HANDHOLE.

USE EXISTING CONDUIT.

REMOVE CONCRETE ISLAND.

CAP AND ABANDON EXISTING CONDUIT.

REPLACE INDUCTIVE LOOPS AFTER REPAVING.

INSTALL. GROUND MOUNTED SIGN WITH ONE 4°x 6" WOODEN POST.
INSTALL GROUND MOUNTED SIGN WITH TWO 4"x 8" WOODEN POSTS.
REMOVE EXISTING POST,

DISCONNECT AND ABANDCN EXISTING LOOP DETECTOR.
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INSTALL NEMA 'S’ BASE-MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY EQUIPMENT AS SHOWN.

INSTALL 24 IN. HEAT APPLIED, WHITE PERMANENT .PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE.
INSTALL 12" IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSS WALK.

REMOVE EXISTING PED POLE WITH ALL ATTACHED EQUIPMENT. REMOVE FOUNDATION 12 IN. BELOW GROUND GRADE AND BACKFILL.

REMOVE EXISTING. POLE MOUNTED CABINET AND RE-ROUTE ALL EXISTING CABLES TO THE NEW CABINET.
USE EXISTING POLE, SPAN WIRE, SIGNALS AND METER. INSTALL SIGNS, IF CALLED FOR.

PULL BACK INTERCONNECT CABLE 7O EXISTING HANDHOLE,

AND REDIRECT INTERCONNECT TO THE NEW CABINET,

INSTALL HANDHOLE ORIENTED FOR NON-EVASIVE PROBES.

INSTALL 3 IN, PVC SCHEDULE 80 ELECTRICAL CONDUIT — BORED.

INSTALL NON~INVASIVE DETECTOR AND LEAD IN CABLE. (NOTE 500" CABLE),
INSTALL 3 IN, PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.

INSTALL NON-INVASIVE DETECTOR AND LEAD IN CABLE. (NOTE 1000" CABLE),

INSTALL LED TRAFFIC SIGNAL HEAD.

GENERAL NOTES:

PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES ASSPECIFIED IN MD 816.08,

MD 818.01, MD 818.02, MD 818.04. THz CONTRACTOR SHALL VERIFY ULTIMATEGRADES
PRICR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.

EQUIPMENT FOR TESTING.

TO ALL OTHER QUADRANTS,

SEE SHEET 2 FOR CROSS WALK HATCHING.

THROUGH 2" CONDUIT WITH RISER.
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BRUDIS & ASSOCIATES, INC.

Consutfing Engineers

9240 Rumsoy Raad; Suita 190
Columbia, Meryland 210456
Phone 410-384-3807
www.brudis.com
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THE CONTRAGCTOR SHALL VERIFY ALL PROPQSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION, REDLINE
THE CONTRACTOR SHALL INVENTORY PAVEMENT MARKINGS BEFORE GRINDING, OTHER THAN THOSE DETAILED ON
THE PLAN. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH SHA STANDARDS. ADDITION OF SIGNAL TO PROJECT PG8925177
SHA FORCES SHALL REMOVE THE CONTROLLER AND ALL AUXILIARY EQUIPMENT FROM THE CONTROLLER CABINET.ALL OTHER EXISTING ‘
SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRAGTOR UPON COMPLETION OF THE SIGNAL.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATETERMINALS AND PROPERLY LABEL EACH CABLE.
THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO [NSTALLING PROPOSED SIGNALEQUIPMENT.
IF ANY UTILITY CONFLICTS -SHOULD ARISE THE CONTRAGTOR SHALL CONTACT THE PROJECTENGINEER.
ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FORCLOSED SECTIONS, HIGHHST ROADWAY
. STATE OF MARYLAND _
DEPARTMENT OF TRANSPORTATION
THE CONTRACTOR SHALL CONTACT ED RODENHIZER AT THE SIGNAL SHOP (410) 787-7650 TO DELIVER APS STATE HIGHWAY ADMINISTRATION
| OFFICE OF TRAFFIC & SAFETY
THE CONTRACTOR SHALL WORK ONE QUADRANT AT A TIME AND MAINTAIN PEDESTRIAN ACCESSIBILITY TT’;AFF[C ENGINEERING DESIGN DIVISION
| MD 193 (GREENBELT RD) AND
' : WALKER DRIVE
. USE EXISTING METER RUN NEW 3 WIRE 1 CONDUCTOR ELECTRICAL CABLE TO NEW BASE CABINET ! GREENBELT. MD
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